
Qual i ty Assured:Qual i ty Assured:-- The Fi rst &  Last Word in Water StrainingThe Fi rst &  Last Word in Water Straining

AUTOM ATIC AUTOM ATIC 
REM OVAL OF SOLIDS REM OVAL OF SOLIDS 
WITHOUT STOPPING WITHOUT STOPPING 
THE FLOWTHE FLOW

LOW OPERATING LOW OPERATING 
COSTSCOSTS

LOW M AINTENANCE LOW M AINTENANCE 
COSTSCOSTS

LOW INSTALLATION LOW INSTALLATION 
COSTSCOSTS

SAFETY FOR SAFETY FOR 
EM PLOYEE EM PLOYEE -- NO NO 
CONTACT WITH CONTACT WITH 
WASTE M ATERIALWASTE M ATERIAL



2424"" –– 3030"" -- 3636" In" In--Line Flow Type WDA Automatic StrainerLine Flow Type WDA Automatic Strainer

COARSE STRAININGCOARSE STRAINING

>3,125

>3,125

>3,125

M icron M icron 
Fi l trationFi l tration

1.50.125"90,84936"

1.50.125"78,73730"

1.50.125"39,74724"

D/P           D/P           
PSIPSIPerforationPerforationFlow LPMFlow LPMStrainer Strainer 

SizeSize

FINE FILTRATIONFINE FILTRATION

>100

>100

>100

M icron M icron 
Fi l trationFi l tration

1.50.004"41,63036"

1.50.004"28,39030"

1.50.004"18,92724"

D/P    D/P    
PSIPSI

Perforation Perforation 
Wedge Wire     Wedge Wire     Flow LPMFlow LPMStrainer Strainer 

SizeSize

1. Fluid passes into the strainer and through the screen.

2. The screened fluid flows out of the strainer.

3. Rotating the screen, by motor, moves the outer screen 

surface against the scraper bar or brush. The scraper bar 

or brush dislodges and removes the collected debris from 

the screen’s outer surface.

4. While the screen is rotating, the drain is fully opened providing 

full flow and the debris is sucked out through the drain in use.

5. A drain separator is used to prevent the fluid velocity from 

pulling the debris away from the drain tube opening.

6. Large inspection ports, sealed with O-rings, permits easy, 

external adjustment of the scraper bars and drain separators.

7. O-rings at the screen shaft provide a tight seal while allowing 

operation at low torque.
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